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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HYO-240R-30W 3000K

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Test:U:220.13V I:0.1424A P:29.781W PF:0.9502 Freq:50.00Hz 
Lamp Flux:3196.22x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

DATA OF LAMP PHOTOMETRIC DATA Eff: 107.32 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





--

3196.22

1

--

1030

100.0

3196.2

DIRECT

0.0

100.0

1.34

1.38

0.0,49.9

0.0,50.1

1.50

1.55

AAAAAAAAAAAAAAAAAAAAAAAAAAA

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

932.8 922.5 914.7 911.4 928.3 926.5 923.6 918.3 86.30 86.30 2.7,2.7

1027 1014 1000 984.5 1014 1015 1018 1006 274.3 360.6 11.3,11.3

818.5 800.6 810.7 808.7 817.2 800.6 816.0 829.8 429.1 789.6 24.7,24.7

892.1 873.9 868.5 858.1 869.9 868.6 875.5 876.3 507.9 1298 40.6,40.6

864.4 856.2 846.1 843.3 870.5 860.7 846.7 839.1 683.7 1981 62,62

635.8 639.6 636.2 629.9 653.3 640.2 634.7 625.1 682.8 2664 83.4,83.4

192.8 159.9 96.93 168.7 171.3 196.8 103.9 194.4 441.8 3106 97.2,97.2

44.83 42.06 18.85 39.56 44.99 44.02 21.89 42.14 78.09 3184 99.6,99.6

1.461 1.465 1.343 1.444 1.452 1.469 1.312 1.456 12.18 3196 100,100

Conical surface Flux(90deg): 1628 lm

%lum = 50.9%

%lamp = 50.9%

Conical surface Flux(120deg): 2664.1 lm

%lum = 83.4%

%lamp = 83.4%

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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LUMINANCE LIMITATION CURVES

LUMINANCE LIMITATION CURVES

GLARE CLASS ILLUMINANCE (lx)

1.15 A 2000 1000 500 <=300

1.50 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.20 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

45

55

65
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85
G(DEG)

8 1000 2 3 4 5 6 8 10000 2 3 4 1

2
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8

a/h

LUMINANCE (cd/(m2))

a b c d e f g h

C0/180 C90/270

LUMINANCE cd/(m2)

G(DEG) C0/180 C90/270

85  5756  1884

80 10327  4341

75 10875 10316

70 22547 11336

65 44535 44827

60 50864 50894

55 54041 53773

50 53791 52655

45 51651 50209

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM
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45

66

H=7H=7

4
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CONDITIONS

FLUX 5000lm

FACTOR 0.70

Hdown 0.00m

Hwork 0.00m

Ework(AVE) 100lx

 cc w fc

70 50 30

50 30 20

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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WEC AND CCEC
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RCR Wall Exitance Coeffcients(WEC)RCR:Room Cavity Ratio
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RCR Ceiling Cavity Exitance Coefficients(CCEC)RCR:Room Cavity Ratio
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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UGR(Unified Glare Rating) Table

ceiling/cavity

walls

working plane

Room dimensions Viewed crosswise Viewed endwise

0.7 0.7

0.5 0.5

0.2 0.2

0.7 0.7

0.3 0.3

0.2 0.2

0.5 0.5

0.5 0.5

0.2 0.2

0.5 0.5

0.3 0.3

0.2 0.2

0.3 0.3

0.3 0.3

0.2 0.2

x =  2H y =  2H

     3H

     4H

     6H

     8H

    12H

     4H      2H

     3H

     4H

     6H

     8H

    12H

     8H      4H

     6H

     8H

    12H

    12H      4H

     6H

     8H

 27.4  27.4 28.9  28.9 27.7  27.6 29.1  29.1 29.4  29.3

 28.2  28.0 29.6  29.4 28.5  28.3 29.9  29.6 30.1  29.8

 28.2  27.9 29.5  29.3 28.5  28.2 29.8  29.5 30.0  29.8

 28.1  27.8 29.4  29.1 28.5  28.2 29.6  29.4 29.9  29.6

 28.1  27.8 29.3  29.0 28.4  28.1 29.6  29.3 29.9  29.6

 28.0  27.7 29.2  28.9 28.4  28.1 29.5  29.2 29.8  29.5

 27.9  27.9 29.3  29.2 28.2  28.2 29.5  29.5 29.8  29.8

 28.7  28.5 29.8  29.7 29.0  28.9 30.1  30.0 30.4  30.3

 28.7  28.5 29.7  29.5 29.0  28.9 30.0  29.9 30.4  30.2

 28.7  28.4 29.6  29.3 29.1  28.8 29.9  29.7 30.3  30.1

 28.6  28.4 29.5  29.2 29.1  28.8 29.9  29.6 30.2  30.0

 28.6  28.3 29.4  29.1 29.0  28.8 29.8  29.5 30.2  29.9

 28.6  28.4 29.5  29.3 29.0  28.8 29.8  29.6 30.2  30.0

 28.6  28.4 29.3  29.1 29.1  28.8 29.7  29.5 30.2  29.9

 28.6  28.4 29.2  29.0 29.1  28.8 29.7  29.4 30.1  29.8

 28.6  28.3 29.1  28.9 29.1  28.8 29.6  29.3 30.1  29.8

 28.6  28.4 29.3  29.2 29.0  28.8 29.7  29.6 30.1  30.0

 28.6  28.4 29.2  29.0 29.1  28.8 29.6  29.4 30.1  29.8

 28.6  28.3 29.1  28.9 29.1  28.8 29.6  29.3 30.1  29.8

Variations with the observer position at spacings(CIE Pub.117):

S = 1.0H + 0.3 / - 0.3 + 0.5 / - 0.4

    1.5H + 0.8 / - 0.8 + 0.6 / - 1.1

    2.0H + 0.5 / - 1.1 + 0.6 / - 1.3

CIE Pub.117,  3196 lm Total Lamp Luminous Flux Corrected (8log(F/F0) = 4.0)
Area: 0.025 m2

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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UTILIZATION FACTORS TABLE

REFLECTANCE

Ceiling

Walls

Working plane

0.8

0.7

0.2

0.8

0.5

0.2

0.8

0.3

0.2

0.7

0.7

0.2

0.7

0.5

0.2

0.7

0.3

0.2

0.5

0.7

0.2

0.5

0.5

0.2

0.5

0.3

0.2

0

0

0

ROOM INDEX       UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5

k = 0.60 54 42 35 53 42 35 52 41 34 28

0.80 65 53 46 64 53 45 62 52 45 38

1.00 75 64 56 74 63 56 71 65 55 48

1.25 83 72 65 81 72 65 79 70 64 56

1.50 88 78 71 87 77 71 84 76 70 62

2.00 96 87 81 94 86 80 90 84 79 71

2.50 100 92 86 98 91 85 94 88 83 75

3.00 103 97 91 101 95 90 97 92 88 80

4.00 107 102 97 105 100 96 101 97 93 85

5.00 109 105 101 107 103 99 103 99 96 87

ROOM INDEX UF(total) Direct

According to DIN EN 13032-2 2004 SHRNOM = 1.25Suspended

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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ISOCANDELA DIAGRAM
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G
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Imax:1030(H21.0,V0.0)

 (At:C=0.0,Gamma=21.0)

UNIT: cd

10% 103.0
20% 206.1
30% 309.1
40% 412.2
50% 515.2
60% 618.2
70% 721.3
80% 824.3
90% 927.4

MAX = 1030.4 
MIN = 728.57 
AVG = 893.42 
AVG/MAX = 0.87
MIN/MAX = 0.71

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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AAI Figure

1m 437.94cm188.0,898.1lx

2m 875.88cm47.00,224.5lx

3m 1313.82cm20.89,99.79lx

4m 1751.75cm11.75,56.13lx

5m 2189.69cm7.520,35.93lx

6m 2627.63cm5.222,24.95lx

7m 3065.57cm3.837,18.33lx

8m 3503.51cm2.938,14.03lx

9m 3941.45cm2.321,11.09lx

10m 4379.39cm1.880,8.981lx

Height Eavg,Emax DiameterAngle:130.91deg

Flux out:2980 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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ISOLUX DIAGRAM

 76.0' 23.16m

 60.8' 18.53m

18.53m

60.8'

 45.6' 13.90m

 30.4'  9.27m

9.27m

30.4'

 15.2'  4.63m

  0.0'  0.00m

0.00m

0.0'

 15.2'  4.63m

 30.4'  9.27m

9.27m

30.4'

 45.6' 13.90m

 60.8' 18.53m

18.53m

60.8'

 76.0' 23.16m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.2694lx 0.02503fc

  5% 0.4491lx 0.04172fc

 10% 0.8981lx 0.08344fc

 30% 2.694lx 0.2503fc

 50% 4.491lx 0.4172fc

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:



Xindapu Testing - EVERFINE GO3000H TEST REPORT Page 11 Of 13

Planar Illuminance Curve

Planar Illuminance Curve
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9
E(lx) MH = 10 m

C0/180

C90/270

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

  (DEG)

C(DEG)

  Table--1 UNIT: cd

0

0 898

5 907

10 933

15 974

20 1027

25 961

30 818

35 810

40 892

45 913

50 864

55 775

60 636

65 471

70 193

75 70.4

80 44.8

85 12.5

90 1.46

15

895

904

929

973

1023

969

810

794

887

918

864

777

639

477

160

70.9

44.5

12.4

1.47

30

893

901

926

972

1017

968

800

780

881

919

858

776

638

471

149

69.5

43.4

10.6

1.47

45

891

898

923

967

1014

966

801

775

874

917

856

777

640

482

160

70.4

42.1

6.62

1.47

60

889

895

919

962

1011

958

800

779

870

905

855

772

636

475

192

69.1

28.0

4.82

1.40

75

888

894

916

956

1007

961

806

783

867

894

853

773

638

481

115

68.3

19.3

4.29

1.35

90

886

892

915

953

1000

958

811

784

868

888

846

771

636

474

96.9

66.7

18.8

4.11

1.34

105

885

891

913

950

993

955

815

782

865

885

842

774

641

477

111

68.9

18.8

4.24

1.34

120

883

890

912

948

988

947

811

784

861

881

841

770

635

473

188

68.5

25.5

4.72

1.38

135

882

889

911

946

984

940

809

782

858

879

843

770

630

465

169

70.0

39.6

6.31

1.44

150

881

888

911

947

984

930

804

778

857

876

841

775

641

464

154

69.2

42.5

10.2

1.45

165

880

887

910

948

988

928

802

775

853

877

844

776

642

479

164

69.9

42.4

12.0

1.45

180

898

904

928

971

1014

946

817

791

870

901

871

794

653

487

171

74.0

45.0

13.0

1.45

195

895

902

927

973

1013

938

808

784

869

909

868

782

638

473

203

74.1

45.5

12.9

1.47

210

893

900

926

975

1012

935

803

778

869

914

864

782

633

476

174

74.4

44.5

11.2

1.48

225

891

899

927

976

1015

931

801

779

869

912

861

781

640

466

197

72.8

44.0

7.15

1.47

240

889

897

926

973

1019

938

806

785

869

901

860

779

640

481

170

73.6

27.7

4.93

1.40

255

888

897

925

971

1020

941

809

795

871

892

853

770

633

471

116

70.5

21.7

4.31

1.33

270

886

896

924

968

1018

945

816

796

876

887

847

770

635

476

104

71.1

21.9

4.12

1.31

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

  (DEG)

C(DEG)

  Table--2 UNIT: cd

285

0 885

5 895

10 922

15 965

20 1015

25 944

30 817

35 799

40 877

45 885

50 841

55 765

60 629

65 469

70 109

75 70.7

80 22.3

85 4.28

90 1.32

300

883

894

920

961

1010

952

824

803

875

885

841

765

632

474

168

71.4

26.6

4.87

1.38

315

882

892

918

958

1006

956

830

803

876

884

839

759

625

468

194

71.9

42.1

6.66

1.46

330

881

890

916

955

1004

947

823

800

877

886

841

760

627

472

168

71.5

44.7

10.5

1.45

345

880

889

914

953

1005

940

811

797

877

887

843

758

624

465

192

70.4

45.2

12.4

1.44

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:


